
Standard creel
标准纱架

Your benefit

• Reduced floor space required for the creel 
• Low purchase price
• Flexible options for every application
• Modular construction
• Standard creel for two-creel operation

您的优势

 • 减少纱架所需的空间

 • 降低购买成本

 • 适合各种应用的灵活配置

 • 模块化结构

 • 双面型标准纱架
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Product features
产品特点

• KARL MAYER creel – versatile and tailor-made to the customer’s 
specific wishes

• Compared to other creels, the GH creel is characterised by its 
reduced space requirement 

 • 卡尔迈耶纱架——适用性广，能根据客户的特殊需求进行定制

 • 与其他纱架相比，GH纱架在空间节省上具有显著优势

Technical facts
技术参数

Model 
型号

Tiers 
层数

Spacing 
间距

Field length (m) 
节长

Bobbins / field
纱筒/节

Group GH-F 
creels
GH-F纱架

 4 440–484 2.7  48

 5 433 – 450 2.7  60

 5 400 – 400 2.4  60

 6 400 – 360 2.4  72

 6 337.5 – 336 2.7  96

 6 300 – 300 2.4  96

 7 300 – 300 2.4 112

 8 270 – 270 2.7 160

 8 240 – 240 2.4 160

10 200 – 200 2.4 240
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