
Direct warping machine for processing of filament yarns
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FILDIRECT

Your benefit

Meets the high productivity demands on filament warper beams

Advanced tension control for fine deniers

Ergonomic operation according to the highest safety requirements
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FILDIRECT
Technical data

Tension control with focus on fine deniers
The precision load cell system, computer-
controlled beam built up and super light deflection 
roller enable processing of the latest market 
trends using finest yarn counts.

Advanced brake system allows the highest 
possible speeds 
The precision manufactured machine guarantees 
the highest speeds, due to the stable machine 
structure, strong motor and the computer-
controlled brake system.

Ergonomic operation and safety requirements  
An easy beam change with motor-driven lifting 
and clamping device provides an ergonomic and 
safe operation. 

Working width
1800 mm

Max. beaming speed 
1000 m/min

Beam diameter
1000 mm

Max. beaming tension 
450 N

Main reed: horizontal traverse motion

HMI touch panel

Levelling roller unit

Options
•	 Levelling roller unit (two versions)
•	 Yarn inspector 
•	 Camera stop motion
•	 Yarn storage device
•	 Beam adapters for any kind of beams
•	 Pressure roller
•	 Intermingling device (WARPJET & TGM)
•	 Oiling device
•	 Static eliminators


