
 
WA R P K NI T T ING
经编机

HKS 3-M EL

High‑performance knitting machine with expanded working widths, engineered for 
maximum production flexibility across diverse end‑use applications 
宽幅高效经编机，专为多元终端应用打造，赋予生产极致灵活表现

Your benefit

•	Higher output efficiency thanks to expanded  
working width

•	Highest product versatility for three‑bar fabrics,  
covering both rigid and elastic

•	Easy and fast pattern changes

您的优势

	• 工作幅宽升级，产出效率更高

	• 适用于生产3梳织物，兼顾织物挺阔与弹力， 

产品通用性极强

	• 花型切换简便快捷
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HKS 3-M EL
Technical data
技术参数

Working width / Gauge
330" (+10")
E 28, E 32

Bars / knitting elements / 
elastane
Individual needle bar, tongue bar, 
sinker bar with knockover 
adjustment, three ground guide 
bars (GB 1 up to GB 3 stitch- 
forming, shog-up to 1") 
All the bars are made of carbon 
fiber reinforced plastic.

Warp beam support
1 × 40" / 2 × 35" (Standard) 

KAMCOS® 2 (KARL MAYER 
COMMAND SYSTEM)
Operator interface to configure, 
control and adjust the electronic 
functionality of the machine.
Single Speed 

Yarn let-off device
Single Speed (Standard)
Multi Speed (Optional)

Integrated monitoring systems
– Integrated Laserstop
– Integrated camera

Fabric take-up
Electronically controlled fabric 
take-up, driven by geared motor, 
consisting of: four rollers 
continuous execution, all rollers 
coated with black grip tape

Batching device
Without batching device 
(Standard) 
No. 52, No. 34A, No. 34B,  
No. 34E (Optional)

Pattern drive –EL
Electronic guide bar drive, 
Operation via Chain Link Editor. 

Oil supply
Cooling by means of air heat 
exchange (Standard)
Cooling by means of water heat 
exchanger (Optional)

工作门幅 / 机号

330英寸  

(+10英寸的工作门幅拓宽） 

E 28, E 32

床体/成圈机件
"独立针床、舌针床、沉降片床，配有

脱圈调整装置；3 把地梳（GB1–
GB3 用于成圈，横移量最大 1 英

寸） 

所有床体均采用碳纤维增强塑料制

成。

经轴架
1 × 40"/ 2 × 35"（标配）

卡迈酷斯®2（卡尔迈耶控制系
统）
操作界面，用于设置、控制和调节机

器的电控部分功能

单速

送经机构
单速（标配）

多速（选配）

配套监控系统
–激光自停装置

–照相自停装置

织物牵拉机构

电子控制，由电机传动，包括：四罗

拉系统，所有辊筒包覆黑色包布

卷取机构
标配：无

No. 52, No. 34A, No. 34B,  
No. 34E (选配)

提花机构
电子梳栉驱动，通过链编辑器操

作。

供油

空气热交换装置（标配）

水热交换器（选配）

Height and depth
高度和纵深

1 × 40", 2 × 35"
No. 52

2800 mm
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End uses
Outerwear, Workwear, Intimate 
Apparel, Activewear, Outdoorwear, 
Swimwear, Interior Textiles, Bedroom 
Textiles, Mobiltech-Automotive, 
Indutech – Advertising Billboards

终端用途

服装、工装、内衣、运动服、户外服、泳

装、室内纺织品、卧室纺织品、交通运输

用纺织品-汽车、工业用纺织品-广告牌


